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ACCESSORIES
OPTIONAL

Article Cod. Description

A 1/1
520201 RH

1”G automatic air-purging valve. Chromed (always to
be installed with the vent in upward position)

520202 LH

A 2/1 510011 1”G joining nipple

A 4/1
525014 RH

1”G zinc-plated paint-coated plug
525114 LH

A 6/1

526014 RH Reducer 3/8 White

526214 RH Reducer 1/2 White

526414 RH Reducer 3/4 White

526114 LH Reducer 3/8 White

526314 LH Reducer 1/2 White

526514 LH Reducer 3/4 White

A 8/1

525214 RH Valve plug 1/4 White

525414 RH Valve plug 1/8 White

525314 LH Valve plug 1/4 White

525514 LH Valve plug 1/8 White

A 10/1 530105 Nipple gasket (asbestos-free)

A 11/1 530108 Gasket for plugs (asbestos-free)

A 13 540024
Touch-up spray paint
(White RAL 9010) cc 400

A 16 550020 Bracket to be embedded in the wall mm 175

A 18
550035 RH

Bracket to be screwed on to the wall
550036 LH

A 20 550037 Installation kit with two adjustable, coated brackets

  SUPER       A3       B4       B3       B2     
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Article Cod. Description

5200521 Installation kit with two brackets, centre distance
350 mm

5200522 Installation kit with two brackets, centre distance
500 mm

5200523 Installation kit with two brackets, centre distance
 600 mm

5200524 Installation kit with two brackets, centre distance
700 mm

5200525 Installation kit with two brackets, centre distance
 800 mm

A 26/1 550090 Nipple wrench 1”G

A 40/2 560257 Plastic key

A 80 550103

Mounting kit for radiators each containing:
- 2 zinc-plated. paint-coated reducers 1/2”G. Rh
- 2 zinc-plated. paint-coated reducers 1/2”G. Lh
- 4 retaining gaskets
- 1 manual air-purging valve 1/2”G with gasket
- 1 (1/2”G) plug with gasket

A 81 550104

Mounting kit for radiators each containing:
- 2 zinc-plated. paint-coated reducers 1/2”G. Rh
- 2 zinc-plated. paint-coated reducers 1/2”G. Lh
- 4 retaining gaskets
- 1 manual air-purging valve 1/2”G with gasket
- 1 (1/2”G) plug with gasket
- 3 brackets to be screwed on to the wall

  SUPER       A3       B4       B3       B2
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A complete range of aluminium radiators for the home designed to satisfy 
the most varied system and design needs, without compromising on 
performance. Fondital radiators furnish and heat.

RADIATORS
EXTRUDED RADIATORS AS HOME FURNISHING
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MADE IN ITALY100%

MAIOR S/90

Model Code Depth Height
Centre

distance
Length 

Connection
diameters

Water
capacity

Heat output 
ΔT 50K

Heat output 
ΔT 30K Exponent Coefficient

(C) mm (B) mm (A) mm (D) mm inches litres/sect. W/el. W/el. n Km

900 88A014 90 966 900 80 G1 0,42 183 91 1,3669 0,8712

1000 88B014 90 1066 1000 80 G1 0,47 195 97 1,3740 0,9029

1200 88C014 90 1266 1200 80 G1 0,55 223 111 1,3711 1,0443

1400 88D014 90 1466 1400 80 G1 0,65 249 124 1,3682 1,1794

1600 88E014 90 1666 1600 80 G1 0,74 275 135 1,4005 1,1479

1800 88F014 90 1866 1800 80 G1 0,83 298 149 1,3623 1,4444

2000 88G014 90 2066 2000 80 G1 0,92 323 158 1,4007 1,3463

05

STANDARD SUPPLY:
Blocks of 3, 4, 5, 6 sections.
The water diaphragm is 
included. 

COLOUR: Ral 9010 White

ATTENTION: The minimum 
order for the radiator 
MAIOR S/90 must be at 
least a blocks of 3 sections.

 	 100% MADE IN ITALY    

 	 Modular: perfect for any space.

 	 Unalterable over time, thanks to its 

double varnish coating: anaphoresis and 

powder.

Maximum working pressure: 1600 kPa (16 bar)
Characteristic equation of the model Ф=Кm ΔТn.
The thermal efficiency values shown comply with the European Standard EN 442-1:2014 and are certified by the CETIAT, notified body no. 
1623.

All  S/90 models are guaranteed 10 years from installation date on manufac-
turing faults, provided that the installation has been performed in compliance 
with the current norms and respecting the instructions relating to the instal-
lation, the correct use and the correct maintenance as illustrated on this cata-
logue.
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OPTION:
Also available with 

anticorrosion treatment
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MADE IN ITALY100%

Model Code Depth Height
Centre

distance
Length 

Connection
diameters

Water
capacity

Heat output 
ΔT 50K

Heat output 
ΔT 30K Exponent Coefficient

(C) mm (B) mm (A) mm (D) mm inches litres W W n Km

1200/3 83CJ1403 90 1287 1187 260 G1/2 1,65 669 334 1,3610 3,2592

1200/5 83CJ1405 90 1287 1187 420 G1/2 2,75 1115 556 1,3610 5,4320

1200/7 83CJ1407 90 1287 1187 580 G1/2 3,85 1561 779 1,3610 7,6048

1200/9 83CJ1409 90 1287 1187 740 G1/2 4,95 2007 1001 1,3610 9,7776

1400/3 83DJ1403 90 1487 1387 260 G1/2 1,86 750 374 1,3600 3,6681

1400/5 83DJ1405 90 1487 1387 420 G1/2 3,10 1250 624 1,3600 6,1135

1400/7 83DJ1407 90 1487 1387 580 G1/2 4,34 1750 874 1,3600 8,5589

1400/9 83DJ1409 90 1487 1387 740 G1/2 5,58 2250 1123 1,3600 11,0043

1600/3 83EJ1403 90 1687 1587 260 G1/2 2,10 827 408 1,3843 3,6780

1600/5 83EJ1405 90 1687 1587 420 G1/2 3,50 1378 680 1,3843 6,1300

1600/7 83EJ1407 90 1687 1587 580 G1/2 4,90 1930 951 1,3843 8,5820

1600/9 83EJ1409 90 1687 1587 740 G1/2 6,30 2481 1223 1,3843 11,0340

1800/3 83FJ1403 90 1887 1787 260 G1/2 2,34 900 450 1,3570 4,4538

1800/5 83FJ1405 90 1887 1787 420 G1/2 3,90 1500 750 1,3570 7,4230

1800/7 83FJ1407 90 1887 1787 580 G1/2 5,46 2100 1050 1,3570 10,3922

1800/9 83FJ1409 90 1887 1787 740 G1/2 7,02 2700 1350 1,3570 13,3614

STANDARD SUPPLY:
Blocks of 3, 5, 7, 9 sections.
The water diaphragm is 
included. 

COLOUR: Ral 9010 White

ATTENTION: The 
minimum order for the 
radiator JABOR S/90 AC 
must be at least a blocks 
of 3 sections.

JABOR S/90 AC

All JABOR S/90 AC models are guaranteed 10 years from installation date on 
manufacturing faults, provided that the installation has been performed in 
compliance with the current norms and respecting the instructions relating 
to the installation, the correct use and the correct maintenance as illustrated 
on this catalogue.

05

 	 100% MADE IN ITALY    

 	 Modular: perfect for any space.

 	 Unalterable over time, thanks to its double 

varnish coating: anaphoresis and powder.

Maximum working pressure: 1600 kPa (16 bar)
Characteristic equation of the model Ф=Кm ΔТn.
The thermal efficiency values shown comply with the European Standard EN 442-1:2014 and are certified by the CETIAT, notified body no. 1623.
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MADE IN ITALY100%

MAIOR DUAL 80

05

Model Code Depth Height
Centre

distance
Length 

Connection
diameters

Water
capacity

Heat output 
ΔT 50K

Heat output 
ΔT 30K Exponent Coefficient

(C) mm (B) mm (A) mm (D) mm inches litres/sect. W/el. W/el. n Km

900 87F014 80 966 900 80 G1 0,42 176 87 1,3785 0,7990

1000 87G014 80 1066 1000 80 G1 0,47 190 93 1,3948 0,8110

1200 87H014 80 1266 1200 80 G1 0,55 217 107 1,3924 0,9350

1400 87I014 80 1466 1400 80 G1 0,65 241 118 1,3944 1,0303

1600 87L014 80 1666 1600 80 G1 0,74 266 130 1,4069 1,0829

1800 87M014 80 1866 1800 80 G1 0,83 289 142 1,3934 1,2403

2000 87N014 80 2066 2000 80 G1 0,92 312 153 1,3995 1,3075

STANDARD SUPPLY:
Blocks of 3, 4, 5, 6 sections.
The water diaphragm is 
included. 

COLOUR: Ral 9010 White

ATTENTION: The minimum 
order for the radiator 
MAIOR Dual 80 must be at 
least a blocks of 3 sections.

 	 100% MADE IN ITALY        

 	 Modular: perfect for any space.

 	 Unalterable over time, thanks to its 

double varnish coating: anaphoresis and 

powder.

Maximum working pressure: 1600 kPa (16 bar)
Characteristic equation of the model Ф=Кm ΔТn.
The thermal efficiency values shown comply with the European Standard EN 442-1:2014 and are certified by the CETIAT, notified body no. 
1623.

All MAIOR DUAL 80 models are guaranteed 10 years from installation date on 
manufacturing faults, provided that the installation has been performed in 
compliance with the current norms and respecting the instructions relating 
to the installation, the correct use and the correct maintenance as illustrated 
on this catalogue.
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anticorrosion treatment
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SAMOA DUAL R
decorative

Model Code Depth Height
Centre

distance
Length 

Connection
diameters

Water
capacity

Heat output 
ΔT 50K

Heat output 
ΔT 30K Exponent Coefficient

(C) mm (B) mm (A) mm (D) mm inches litres/sect. W/el. W/el. n Km

900 EA86A014 40 940 900 160 G1 0,94 173 89.9 1,2807 1,1534

1000 EA86B014 40 1040 1000 160 G1 1,02 191 98,2 1,3009 1,1767

1200 EA86C014 40 1240 1200 160 G1 1,23 226 117,1 1,2905 1,4533

1400 EA86D014 40 1440 1400 160 G1 1,42 260 134,1 1,2963 1,6315

1600 EA86E014 40 1640 1600 160 G1 1,60 295 153,2 1,2850 1,9377

1800 EA86F014 40 1840 1800 160 G1 1,82 326 168,5 1,2917 2,0829

2000 EA86G014 40 2040 2000 160 G1 1,93 358 181,8 1,3288 1,9803

STANDARD SUPPLY: Blocks of 2, 3 sections.

The water diaphragm (retaining holder plug) is 
included in the fixing system (accessory A71 - to 
be ordered separately).

Each element, 160 mm wide, comprises two columns.

COLOUR: Ral 9010 White

All SAMOA DUAL R models are guaranteed 10 years from installa-
tion date on manufacturing faults, provided that the installation 
has been performed in compliance with the current norms and 
respecting the instructions relating to the installation, the correct 
use and the correct maintenance as illustrated on this catalogue.

MADE IN ITALY100%

 	 100% MADE IN ITALY      

 	 Modular: perfect for any space.

 	 Unalterable over time, thanks to its double varnish 

coating: anaphoresis and powder.

 	 Available in 7 models. 
 	 Lower heating costs.

 	 Enhanced comfort.

 	 Reduced dust circulation.

 	 Uniform temperature in the room.

05

Maximum working pressure: 1600 kPa (16 bar)
Characteristic equation of the model Ф=Кm ΔТn.
The thermal efficiency values shown comply with the European Standard EN 442-1:2014 and are certified by the CETIAT, notified body no. 
1623.
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All HORO R models  are guaranteed 10 years from installation date 
on manufacturing faults, provided that the installation has been 
performed in compliance with the current norms and respecting 
the instructions relating to the installation, the correct use and the 
correct maintenance as illustrated on this catalogue.

MADE IN ITALY100%

HORO R
decorative

Model Code Depth Height
Centre

distance
Length 

Connection
diameters

Water
capacity

Heat output 
ΔT 50K

Heat output 
ΔT 30K Exponent Coefficient

(C) mm (B) mm (A) mm (D) mm inches litres/sect. W/el. W/el. n Km

350 EA85A014 60 390 350 160 G1 0,480 117 60,0 1,3078 0,7019

500 EA85B014 60 540 500 160 G1 0,590 152 77,8 1,3104 0,9026

600 EA85C014 60 640 600 160 G1 0,678 175 89,5 1,3121 1,0323

700 EA85D014 60 740 700 160 G1 0,765 197 100,7 1,3139 1,1541

800 EA85E014 60 840 800 160 G1 0,850 219 111,8 1,3156 1,2741

900 EA85F014 60 940 900 160 G1 0,960 241 123,0 1,3174 1,3928

1000 EA85G014 60 1040 1000 160 G1 1,040 262 133,6 1,3191 1,5036

1200 EA85H014 60 1240 1200 160 G1 1,200 305 155,2 1,3226 1,7267

1400 EA85I014 60 1440 1400 160 G1 1,380 348 176,8 1,3261 1,9436

1600 EA85L014 60 1640 1600 160 G1 1,575 390 197,7 1,3296 2,1488

1800 EA85M014 60 1840 1800 160 G1 1,750 432 218,7 1,3331 2,3478

2000 EA85N014 60 2040 2000 160 G1 1,950 475 240,0 1,3365 2,5466

STANDARD SUPPLY:
Blocks of 3, 4, 5 sections (350 ÷ 800)
Blocks of 2, 3 sections (900 ÷ 2000)

The water diaphragm (retaining holder plug) is 
included in the fixing system (accessory A70 - to 
be ordered separately).

Each element, 160 mm wide, made up of two 
columns.

COLOUR: Ral 9010 White

05

Maximum working pressure: 1600 kPa (16 bar)
Characteristic equation of the model Ф=Кm ΔТn.
The thermal efficiency values shown comply with the European Standard EN 442-1:2014 and are certified by the CETIAT, notified body no. 
1623.

 	 100% MADE IN ITALY        

 	 Modular: perfect for any space.

 	 Unalterable over time, thanks to its 	

	 double varnish coating: anaphoresis and 	

	 powder.
 	 Lower heating costs.

 	 Enhanced comfort.

 	 Reduced dust circulation.
 	 Uniform temperature in the room.
 	 Available with centre distances from 

350 mm to 2 meters and in a variety of 
assemblies.
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RADIATORS
TOWEL RAIL RADIATORS

Fondital manufactures a wide range of towel rails in extruded aluminium. 
100% made in Italy using secondary aluminium in environmentally-
friendly facilities, they ensure a lower heat inertia and energy saving. In 
order to meet any system requirements, Fondital towel rails are available 
in several models, depths and centre distances and some items feature 
special colours and finishings. All Fondital towel rails guarantee extremely 
long service life and are protected by a number of international patents.
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MADE IN ITALY100%

16 pipes23 pipes29 pipes35 pipes

COOL 

Maximum working pressure: 1600 kPa (16 bar)
Characteristic equation of the model Ф=Кm ΔТn.
The thermal efficiency values shown comply with the European Standard EN 442-1:2014 and are certified by the MRT Lab of the Milan
Polytechnic, notified body no. 1695.
Internal anti-corrosive treatment Aleternum included in the price on all models.

 	 100% MADE IN ITALY    

 	 Aleternum total anticorrosion treatment;

 	 2 types of hydraulic connections: traditional and central from below;

 	 Unalterable over time, thanks to its double varnish coating: anaphoresis 

and powder.

B

Height Model Depth
Centre

distance
Width

Water
capacity

Heat
output 
ΔT 50K

Heat
output 
ΔT 30K

Exponent Coefficient

(B) mm mm (A) mm (C) mm litres W W n Km

858

COOL 860/400

26

400 428 2,4 348 188 1,2015 3,1596

COOL 860/450 450 478 2,7 370 196 1,2443 2,8430

COOL 860/500 500 528 2,9 399 211 1,2468 3,0374

COOL 860/550 550 578 3,2 428 226 1,2492 3,2277

COOL 860/600 600 628 3,4 457 241 1,2517 3,4143

1160

COOL 1160/400

26

400 428 3,4 458 248 1,2029 4,1431

COOL 1160/450 450 478 3,8 502 265 1,2479 3,8033

COOL 1160/500 500 528 4,1 544 288 1,2487 4,1156

COOL 1160/550 550 578 4,5 587 310 1,2495 4,4259

COOL 1160/600 600 628 4,9 630 333 1,2502 4,7339

1490

COOL 1490/400

26

400 428 4,4 595 322 1,2045 5,3470

COOL 1490/450 450 478 4,8 658 347 1,2520 4,9057

COOL 1490/500 500 528 5,2 717 378 1,2509 5,3720

COOL 1490/550 550 578 5,7 776 410 1,2497 5,8423

COOL 1490/600 600 628 6,1 835 441 1,2486 6,3166

1740

COOL 1740/400

26

400 428 5,3 707 379 1,2182 6,0193

COOL 1740/450 450 478 5,7 778 413 1,2406 6,0741

COOL 1740/500 500 528 6,3 850 451 1,2408 6,6300

COOL 1740/550 550 578 6,8 922 489 1,2410 7,1851

COOL 1740/600 600 628 7,5 994 527 1,2412 7,7391

Centre distances (A):  Height (B):     

400 - 450 - 500 
550 - 600

858 - 1152 
1488 - 1740      

68
÷8

9

81
÷1

02

G1/2 G1/2

B
A

G1/2 G1/250

C
A

81
÷

10
2

68
÷

89

68
÷8

9

81
÷1

02

G1/2 G1/2

B
A

G1/2 G1/250

All COOL models are guaranteed 12 years 
from installation date on manufacturing 
faults, provided that the installation has 
been performed in compliance with 
the current norms and respecting the 
instructions relating to the installation, 
the correct use and the correct 
maintenance as illustrated on this 
catalogue.

Central attack (AC)

14
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GLOSS MATT TEXTURED  
MATT PEARL

White 

Cod:04 Cod:4M

CORVINO

Cod:2L Cod:3L

METROPOLITAN

Cod:3T

BLACK COFFEE

Cod:3V

PEARL 

Cod:2N Cod:5N Cod:4N

ORGANZA

Cod:2D Cod:5D

TURTLE

Cod:5P Cod:3P

COPPER  

Cod:2C Cod:3C

GLOSS MATT TEXTURED  
MATT PEARL

TERRA 
BRUCIATA

Cod:2S

SILVER 
Cod:2F Cod:3F

GRAFITE
Cod:3R

ARDESIA

Cod:2B Cod:3B

RUBINO 

Cod:2A

HELOISE

Cod:3H

TURQUOISE
BEACH

Cod:2I

Coloured versions: 45% price increase on the price of a 
gloss White RAL 9010.

EXAMPLE EXTRAPOLATION 
CODE:

COOL radiator 860/400, gloss 
White colour.
Ex: EA42E0  04

COOL radiator 1160/500, gloss 
Ardesia colour. 
	Ex: EA52G0  2B

To obtain the radiator code, it is 
necessary to add to the code the 
two final numbers concerning 
the finishing and the desired 
colour.

COLOURS  
All colours are available in 
four finishes: GLOSS - MATT - 
Textured MATT - PEARL
The colours shown are merely 
indicative and not binding, as 
they may slightly differ, due to the 
printing process.

*The two final numbers change according to chosen finishing/colour. 

MODEL

COOL 
(lateral connection)

COOL 
(central connection)

WHITE 

CODE

WHITE 

CODE

860/400 EA42E0 04 EA62E0 04

860/450 EA42A0 04 EA62A0 04

860/500 EA42B0 04 EA62B0 04

860/550 EA42C0 04 EA62C0 04

860/600 EA42D0 04 EA62D0 04

1160/400 EA42L0 04 EA62L0 04

1160/450 EA42F0 04 EA62F0 04

1160/500 EA42G0 04 EA62G0 04

1160/550 EA42H0 04 EA62H0 04

1160/600 EA42I0 04 EA62I0 04

1490/400 EA42Q0 04 EA62Q0 04

1490/450 EA42M0 04 EA62M0 04

1490/500 EA42N0 04 EA62N0 04

1490/550 EA42O0 04 EA62O0 04

1490/600 EA42P0 04 EA62P0 04

1740/400 EA42V0 04 EA62V0 04

1740/450 EA42R0 04 EA62R0 04

1740/500 EA42S0 04 EA62S0 04

1740/550 EA42T0 04 EA62T0 04

1740/600 EA42U0 04 EA62U0 04

MODEL

COOL 
(lateral connection)

COOL 
(central connection)

COLOURD 

CODE

FINISHING/

COLOUR 

COLOURD 

CODE

FINISHING/

COLOUR 

860/400 EA52E0

XX*     

EA62E0

XX*     

860/450 EA52A0 EA62A0

860/500 EA52B0 EA62B0

860/550 EA52C0 EA62C0

860/600 EA52D0 EA62D0

1160/400 EA52L0 EA62L0

1160/450 EA52F0 EA62F0

1160/500 EA52G0 EA62G0

1160/550 EA52H0 EA62H0

1160/600 EA52I0 EA62I0

1490/400 EA52Q0 EA62Q0

1490/450 EA52M0 EA62M0

1490/500 EA52N0 EA62N0

1490/550 EA52O0 EA62O0

1490/600 EA52P0 EA62P0

1740/400 EA52V0 EA62V0

1740/450 EA52R0 EA62R0

1740/500 EA52S0 EA62S0

1740/550 EA52T0 EA62T0

1740/600 EA52U0 EA62U0
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Model Code Depth Height
Centre

distance
Length 

Connection
diameters

Water
capacity

Heat output 
ΔT 50K

Heat output 
ΔT 30K Exponent Coefficient

(C) mm (B) mm (A) mm (D) mm inches litres W W n Km

8/450 EA89O014 40 800 450 490 G1 2,5 362 193,6 1,2266 2,9861

8/550 EA89V014 40 800 550 590 G1 2,8 423 226,4 1,2252 3,5087

12/450 EA89P014 40 1120 450 490 G1 3,6 509 270,2 1,2412 3,9652

12/550 EA89Z014 40 1120 550 590 G1 4,1 602 319,5 1,2413 4,6872

15/450 EA89Q014 40 1440 450 490 G1 4,6 640 361,6 1,1175 8,0822

15/550 EA890014 40 1440 550 590 G1 5,2 748 395,5 1,2467 5,6963

19/450 EA89R014 40 1760 450 490 G1 5,7 791 416,5 1,2553 5,8268

19/550 EA891014 40 1760 550 590 G1 6,6 932 495,2 1,2387 7,3298

05

SAMOA DUAL R
towel rail

MADE IN ITALY100%

 	 100% MADE IN ITALY          

 	 Modular: perfect for any space;

 	 Unalterable over time, thanks to its double 

varnish coating: anaphoresis and powder;

 	 Available in 8 models, Centre distance 

450/550. 

 	 COLOUR: Ral 9010 White

Each package contains the following fittings 
(included in the price): 
1 blister pack for wall fixings (4 fixing un unites) - 1 
Chromed air vent G½ - 2 reducers G1 and G½ Rh - 1 
plug G1 Lh - 1 reducer for the air vent G1 and G½’’ Lh 
- 1 retaining rubber plug - 4 special seals (O-RINGS) 
for plugs and reducers.

All SAMOA DUAL R models are guaranteed 10 years 
from installation date on manufacturing faults, provided 
that the installation has been performed in compliance 
with the current norms and respecting the instructions 
relating to the installation, the correct use and the correct 
maintenance as illustrated on this catalogue.

Maximum working pressure: 1600 kPa (16 bar)
Characteristic equation of the model Ф=Кm ΔТn.
The thermal efficiency values shown comply with the European Standard EN 442-1:2014 and are certified by the CETIAT, notified body no. 
1623.
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05

HORO R
towel rail

Model Code Depth Height
Centre

distance
Length 

Connection
diameters

Water
capacity

Heat output 
ΔT 50K

Heat output 
ΔT 30K Exponent Coefficient

(C) mm (B) mm (A) mm (D) mm inches litres W W n Km

8/450 EA89A014 40 800 450 490 G1 2,5 363 194,5 1,2207 3,0609

8/550 EA89H014 40 800 550 590 G1 2,9 423 225,9 1,2297 3,4475

12/450 EA89B014 40 1120 450 490 G1 3,8 506 267,6 1,2469 3,8517

12/550 EA89I014 40 1120 550 590 G1 4,2 607 320,7 1,2475 4,6073

15/450 EA89C014 40 1440 450 490 G1 4,6 643 339,6 1,2492 4,8494

15/550 EA89L014 40 1440 550 590 G1 5,3 763 404,8 1,2397 5,9716

19/450 EA89D014 40 1760 450 490 G1 5,8 796 421,3 1,2462 6,0784

19/550 EA89M014 40 1760 550 590 G1 6,7 933 492,7 1,2494 7,0312

MADE IN ITALY100%

 	 100% MADE IN ITALY         

 	 Modular: perfect for any space;

 	 Unalterable over time, thanks to its double 

varnish coating: anaphoresis and powder;

 	 Available in 8 models, centre distance 450/550.

 	 COLOUR: Ral 9010 White

Each package contains the following fittings 
(included in the price): 
1 blister pack for wall fixings (4 fixing un unites) - 1 
Chromed air vent G½ - 2 reducers G1 and G½ Rh - 1 
plug G1 Lh - 1 reducer for the air vent G1 and G½’’ Lh 
- 1 retaining rubber plug - 4 special seals (O-RINGS) 
for plugs and reducers.

All HORO R models are guaranteed 10 years from instal-
lation date on manufacturing faults, provided that the 
installation has been performed in compliance with the 
current norms and respecting the instructions relating to 
the installation, the correct use and the correct mainte-
nance as illustrated on this catalogue.

Maximum working pressure: 1600 kPa (16 bar)
Characteristic equation of the model Ф=Кm ΔТn.
The thermal efficiency values shown comply with the European Standard EN 442-1:2014 and are certified by the CETIAT, notified body no. 
1623.
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Fondital manufactures a wide range of decorative radiators in extruded 
aluminium. 100% made in Italy using secondary aluminium in environmentally-
friendly facilities, they ensure a lower heat inertia and energy saving. In order 
to meet any system requirements, Fondital decorative radiators are available in 
several designs, depths and centre distances and some models feature special 
colours and finishings. With a vertical or horizontal development, for low or high 
temperature systems, Fondital range of decorative radiators is protected by a 
number of international patents.

DESIGNER RADIATORS

RADIATORS
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MOOD 

Radiator Mood: with decoration.
The Mood model with supporting feet is supplied
with centre distances from 1000 to 2000 mm.
The supporting feet for this model only have an
aesthetic function. The radiator must be secured to
the wall with brackets.

Maximum working pressure: 1600 kPa (16 bar)
Characteristic equation of the model Ф=Кm ΔТn.
The thermal efficiency values shown comply with the European Standard EN 442-1:2014 and are certified by the MRT Lab of the Milan 
Polytechnic, notified body no. 1695.
Internal anti-corrosive treatment Aleternum included in the price on all models.

Model Depth Height *
Centre

distance
Length

mm/elem
Connection
diameters

Water
content

Heat output
ΔT 50K

Heat output
ΔT 30K

Espon.
n

Coeff.
Km

(C) mm (B) mm (A) mm (D) mm inches litres/sect. W/elem. W/elem.

235 90 284 235 50 G1 0,43 30,6 16,0 1,2665 0,2158
335 90 384 335 50 G1 0,58 40,5 21,1 1,2792 0,2718
350 90 399 350 50 G1 0,71 41,9 21,8 1,2800 0,2799
435 90 484 435 50 G1 0,85 49,4 25,6 1,2849 0,3243
500 90 549 500 50 G1 0,95 55,1 28,5 1,2885 0,3566
535 90 584 535 50 G1 1,00 58,2 30,1 1,2905 0,3734
600 90 649 600 50 G1 1,10 63,8 32,9 1,2942 0,4037
685 90 734 685 50 G1 1,15 71,2 36,6 1,2990 0,4418
700 90 749 700 50 G1 1,18 72,5 37,3 1,2999 0,4484
800 90 849 800 50 G1 1,34 81,1 41,6 1,3055 0,4907
835 90 884 835 50 G1 1,38 84,1 43,1 1,3075 0,5050
900 90 949 900 50 G1 1,50 89,7 45,9 1,3091 0,5353
935 90 984 935 50 G1 1,56 92,7 47,5 1,3100 0,5514

1000 90 1049 1000 50 G1 1,66 98,3 50,3 1,3115 0,5812
1135 90 1184 1135 50 G1 1,88 110,0 56,2 1,3149 0,6420
1200 90 1249 1200 50 G1 1,98 115,7 59,9 1,3164 0,6809
1400 90 1449 1400 50 G1 2,28 133,3 67,9 1,3213 0,7583
1435 90 1484 1435 50 G1 2,36 136,4 69,5 1,3210 0,7771
1600 90 1649 1600 50 G1 2,60 151,2 77,1 1,3192 0,8673
1735 90 1784 1735 50 G1 2,85 163,4 83,4 1,3178 0,9430
1800 90 1849 1800 50 G1 2,95 169,4 86,4 1,3171 0,9801
1935 90 1984 1935 50 G1 3,10 181,9 92,9 1,3156 1,0585
2000 90 2049 2000 50 G1 3,22 188,1 96,1 1,3150 1,0970

MADE IN ITALY100%

 * The height of the MOOD radiator with supporting feet is 54 mm higher than that indicated in the table.

 		 100% MADE IN ITALY         

 		 15 year-warranty

 	 Internal anti-corrosion treatment Aleternum 

   	 included in the price
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CENTRE DISTANCES:   RADIATOR TYPE:

235 - 335 - 350 - 435 - 500 - 535 - 600 Radiator made of 4 to 20 sections

685 - 700 - 800 - 835                                        Radiator made of 4 to 16 sections

900 - 935 - 1000 - 1135 - 1200 - 1400     Radiator made of 4 to 9 sections

1435 - 1600 - 1735 - 1800 - 1935 - 2000 Radiator made of 4 to 9 sections

Model
MOOD (with support)

Code Finishing/
Colour 

235

XX XX*     

335

350

435

500

535

600

685

700

800

835

900

935

1000 EA30G0

1135 EA31H0

1200 EA30H0

1400 EA30I0

1435 EA31I0

1600 EA30L0

1735 EA31L0

1800 EA30M0

1935 EA31M0

2000 EA30N0

Model
MOOD

Code Finishing/
Colour  

235 EA11A0

XX XX*     

335 EA11B0

350 EA10A0

435 EA11C0

500 EA10B0

535 EA11D0

600 EA10C0

685 EA11E0

700 EA10D0

800 EA10E0

835 EA11F0

900 EA10F0

935 EA11G0

1000 EA10G0

1135 EA11H0

1200 EA10H0

1400 EA10I0

1435 EA11I0

1600 EA10L0

1735 EA11L0

1800 EA10M0

1935 EA11M0

2000 EA10N0

EXAMPLE EXTRAPOLATION CODE:
MOOD radiator 600 from 10 sections gloss White colour.
Ex: EA10C0 + 04 + 10
MOOD radiator 600 from 12 sections gloss Ardesia colour. 
Ex: EA10C0 + 2B + 12
To obtain the radiator code, it is necessary to add to the 
code the four final numbers concerning the finishing and 
the desired colour.

COLOURS  
All colours are available in four finishes: GLOSS - MATT - 
Textured MATT - PEARL
The colours shown are merely indicative and not binding, 
as they may slightly differ, due to the printing process.

GLOSS MATT TEXTURED  
MATT PEARL

White 

Cod:04 Cod:4M

CORVINO

Cod:2L Cod:3L

METROPO-
LITAN

Cod:3T

BLACK COFFEE

Cod:3V

PEARL 

Cod:2N Cod:5N Cod:4N

ORGANZA

Cod:2D Cod:5D

TURTLE

Cod:5P Cod:3P

COPPER  

Cod:2C Cod:3C

GLOSS MATT TEXTURED  
MATT PEARL

TERRA 
BRUCIATA

Cod:2S

SILVER 
Cod:2F Cod:3F

GRAFITE
Cod:3R

ARDESIA

Cod:2B Cod:3B

RUBINO 

Cod:2A

HELOISE

Cod:3H

TURQUOISE
BEACH

Cod:2I

All MOOD models are guaranteed 15 years from installation date on 
manufacturing faults, provided that the installation has been performed 
in compliance with the current norms and respecting the instructions 
relating to the installation, the correct use and the correct maintenance 
as illustrated on this catalogue.

14

Coloured versions: 45% price increase on the price of a 
gloss White RAL 9010.
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Maximum working pressure: 1600 kPa (16 bar)
Characteristic equation of the model Ф=Кm ΔТn.
The thermal efficiency values shown comply with the European Standard EN 442-1:2014 and are certified by the MRT Lab of the Milan 
Polytechnic, notified body no. 1695.
Internal anti-corrosive treatment Aleternum included in the price on all models.

TRIBECA

Model Depth Height *
Centre

distance
Length

mm/elem
Connection
diameters

Water
content

Heat output
ΔT 50K

Heat output
ΔT 30K

Espon.
n

Coeff.
Km

(C) mm (B) mm (A) mm (D) mm pollici litri/elem. W/elem. W/elem.

235 90 284 235 50 G1 0,43 30,6 16,0 1,2665 0,2158

335 90 384 335 50 G1 0,58 40,5 21,1 1,2792 0,2718

350 90 399 350 50 G1 0,71 41,9 21,8 1,2800 0,2799

435 90 484 435 50 G1 0,85 49,4 25,6 1,2849 0,3243

500 90 549 500 50 G1 0,95 55,1 28,5 1,2885 0,3566

535 90 584 535 50 G1 1,00 58,2 30,1 1,2905 0,3734

600 90 649 600 50 G1 1,10 63,8 32,9 1,2942 0,4037

685 90 734 685 50 G1 1,15 71,2 36,6 1,2990 0,4418

700 90 749 700 50 G1 1,18 72,5 37,3 1,2999 0,4484

800 90 849 800 50 G1 1,34 81,1 41,6 1,3055 0,4907

835 90 884 835 50 G1 1,38 84,1 43,1 1,3075 0,5050

900 90 949 900 50 G1 1,50 89,7 45,9 1,3091 0,5353

935 90 984 935 50 G1 1,56 92,7 47,5 1,3100 0,5514

1000 90 1049 1000 50 G1 1,66 98,3 50,3 1,3115 0,5812

1135 90 1184 1135 50 G1 1,88 110,0 56,2 1,3149 0,6420

1200 90 1249 1200 50 G1 1,98 115,7 59,9 1,3164 0,6809

1400 90 1449 1400 50 G1 2,28 133,3 67,9 1,3213 0,7583

1435 90 1484 1435 50 G1 2,36 136,4 69,5 1,3210 0,7771

1600 90 1649 1600 50 G1 2,60 151,2 77,1 1,3192 0,8673

1735 90 1784 1735 50 G1 2,85 163,4 83,4 1,3178 0,9430

1800 90 1849 1800 50 G1 2,95 169,4 86,4 1,3171 0,9801

1935 90 1984 1935 50 G1 3,10 181,9 92,9 1,3156 1,0585

2000 90 2049 2000 50 G1 3,22 188,1 96,1 1,3150 1,0970

 		 100% MADE IN ITALY         

 		 15 year-warranty

 	 Internal anti-corrosion treatment Aleternum 

   	 included in the price

MADE IN ITALY100%

Radiator Tribeca: without decoration
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GLOSS MATT TEXTURED  
MATT PEARL

White 

Cod:04 Cod:4M

CORVINO

Cod:2L Cod:3L

METROPO-
LITAN

Cod:3T

BLACK COFFEE

Cod:3V

PEARL 

Cod:2N Cod:5N Cod:4N

ORGANZA

Cod:2D Cod:5D

TURTLE

Cod:5P Cod:3P

COPPER  

Cod:2C Cod:3C

GLOSS MATT TEXTURED  
MATT PEARL

TERRA 
BRUCIATA

Cod:2S

SILVER 
Cod:2F Cod:3F

GRAFITE
Cod:3R

ARDESIA

Cod:2B Cod:3B

RUBINO 

Cod:2A

HELOISE

Cod:3H

TURQUOISE
BEACH

Cod:2I

Model
TRIBECA

Code Finishing/
Colour  

235 EA21A0

XX XX*     

335 EA21B0

350 EA20A0

435 EA21C0

500 EA20B0

535 EA21D0

600 EA20C0

685 EA21E0

700 EA20D0

800 EA20E0

835 EA21F0

900 EA20F0

935 EA21G0

1000 EA20G0

1135 EA21H0

1200 EA20H0

1400 EA20I0

1435 EA21I0

1600 EA20L0

1735 EA21L0

1800 EA20M0

1935 EA21M0

2000 EA20N0

CENTRE DISTANCES:   RADIATOR TYPE:

235 - 335 - 350 - 435 - 500 - 535 - 600 Radiator made of 4 to 20 sections

685 - 700 - 800 - 835                                        Radiator made of 4 to 16 sections

900 - 935 - 1000 - 1135 - 1200 - 1400     Radiator made of 4 to 9 sections

1435 - 1600 - 1735 - 1800 - 1935 - 2000 Radiator made of 4 to 9 sections

EXAMPLE EXTRAPOLATION CODE:
TRIBECA radiator 600 from 10 sections gloss White colour.
Ex: EA20C0 + 04 + 10
TRIBECA radiator 600 from 12 sections gloss Ardesia colour. 
Ex: EA20C0 + 2B + 12
To obtain the radiator code, it is necessary to add to the code the 
four final numbers concerning the finishing and the desired colour.

COLOURS  
All colours are available in four finishes: GLOSS - MATT - 
Textured MATT - PEARL
The colours shown are merely indicative and not binding, as they 
may slightly differ, due to the printing process.

All TRIBECA models are guaranteed 15 years from installation date on 
manufacturing faults, provided that the installation has been performed 
in compliance with the current norms and respecting the instructions 
relating to the installation, the correct use and the correct maintenance 
as illustrated on this catalogue.

14

Coloured versions: 45% price increase on the price of a 
gloss White RAL 9010.
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Accessories
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ACCESSORIES
OPTIONAL
ALFA series valves 1/2” connection (Valves supplied without fitting)

Type
Colour

White/Chrome
Colour

Chrome
Colorur

gold

Description Code Code Code

Angle valve, iron pipe connection 8493051 8493052 8493053

Straight valve, iron pipe connection 8493061 8493062 8493063

Angle lockshield valve, iron pipe connection 8493031 8493032 8493033

Straight lockshield valve, iron pipe connection 8493041 8493042 8493043

Angle valve, copper/PE/multilayer pipe connection 8493151 8493152 8493153

Straight valve, copper/PE/multilayer pipe connection 8493161 8493162 8493163

Angle lockshield valve, copper/PE/multilayer pipe connection 8493131 8493132 8493133

Straight lockshield valve, copper/PE/multilayer pipe connection 8493141 8493142 8493143

BETA series valves 1/2” connection (Valves supplied without fitting)

Type
Colour

White/Chrome
Colour

Chrome

Description Code Code

Angle valve, iron pipe connection 8483351 8483352

Straight valve, iron pipe connection 8483361 8483362

Angle lockshield valve, iron pipe connection 8493531 8493532

Straight lockshield valve, iron pipe connection 8493541 8493542

Angle valve, copper/PE/multilayer pipe connection 8483451 8483452

Straight valve, copper/PE/multilayer pipe connection 8483461 8483462

Angle lockshield valve, copper/PE/multilayer pipe connection 8493631 8493632

Straight lockshield valve, copper/PE/multilayer pipe connection 8493641 8493642

GAMMA series valves 1/2” connection (Valves supplied without fitting)

Type
Colour

White/Chrome
Colour

Chrome

Description Code Code

Angle valve, iron pipe connection 8484351 8484352

Straight valve, iron pipe connection 8484361 8484362

Angle lockshield valve, iron pipe connection 8494531 8494532

Straight lockshield valve, iron pipe connection 8494541 8494542

Angle valve, copper/PE/multilayer pipe connection 8484451 8484452

Straight valve, copper/PE/multilayer pipe connection 8484461 8484462

Angle lockshield valve, copper/PE/multilayer pipe connection 8494631 8494632

Straight lockshield valve, copper/PE/multilayer pipe connection 8494641 8494642

TONDERA series valve 1/2” connection (Valves supplied without fitting)

Types
Colour
White

Colour
Chrome

Description Code Code

Thermostatically-controlled angle valve, copper/multilayer pipe connection, non-drip end 8496131 8496132

Thermostatic angle valve, copper/multilayer pipe connection, non-drip end 8496331 8496332

Hand-operated angle valve, copper/multilayer pipe connection, non-drip end 8496231 8496232

Angle lockshield valve, copper/multilayer pipe connection, non-drip end 8496731 8496732

Thermostatically-controlled straight valve, copper/multilayer pipe connection, non-drip end 8496151 8496152

Thermostatic straight valve, copper/multilayer pipe connection, non-drip end 8496351 8496352

Hand-operated straight valve, copper/multilayer pipe connection, non-drip end 8496251 8496252

Straight lockshield valve copper/multilayer pipe connection, non-drip end 8496751 8496752
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OLD STYLE series valve ½” connection (Valves supplied without fitting)

Types White Chrome Bronze

Description Cod. Cod. Cod.

Thermostatic angle valve, iron pipe connection, non-drip end 8493671 8493672 8493675

Angle valve, iron pipe connection, non-drip end 8493371 8493372 8493375

Angle lockshield valve, iron pipe connection, non-drip end 8493411 8493412 8493415

Thermostatic straight valve, iron pipe connection, non-drip end 8493681 8493682 8493685

Straight valve, iron pipe connection, non-drip end 8493381 8493382 8493385

Straight lockshield valve, iron pipe connection, non-drip end 8493421 8493422 8493425

Thermostatic angle valve, copper and multilayer pipe connection, 
non-drip end 8493691 8493692 8493695

Angle valve, copper and multilayer pipe connection, non-drip end 8493391 8493392 8493395

Angle lockshield valve, copper and multilayer pipe connection, 
non-drip end 8493431 8493432 8493435

Thermostatic straight valve, copper and multilayer pipe connection, 
non-drip end 8493701 8493702 8493705

Straight valve, copper and multilayer pipe connection, non-drip end 8493401 8493402 8493405

Straight lockshield valve, copper and multilayer pipe connection, 
non-drip end 8493441 8493442 8493445

LIBERTY series valve ½” connection (Valves supplied without fitting)* 

Types White RAL 1036 ghisa Bronze

Description Cod. Cod. Cod. Cod.

Angle valve, iron pipe connection, non-drip end 8493251 8493256 8493254 8493255

Angle lockshield valve, iron pipe connection, non-drip end 8493231 8493236 8493234 8493235

* An adapter is required for copper multilayer pipes.

ADAPTER FOR COPPER AND MULTILAYER LIBERTY SERIES PIPES

Pipe size (Ø mm) Gold * Bronze

Cod. Cod.

3/4” x 24/19 8493283 8493285

* Can be used with valves and lockshield valves in white, RAL 1036 and cast iron

MINIMAL series valve 1/2” connection (Valves supplied without fitting)

Types
Colour
White

Colour
Chrome

Description Cod. Cod.

Angle valve with thermostat option, interchangeable copper and multilayer pipe connection, 
non-drip end 8493851 8493852

Thermostatic angle valve, interchangeable copper and multilayer pipe connection, non-drip 
end 8493651 8493652

Angle lockshield valve, interchangeable copper and multilayer pipe connection, non-drip 
end. 8493631 8493632

Angle valve with thermostat option, iron pipe connection, non-drip end 8493751 8493752

Thermostatic angle valve, iron pipe connection, non-drip end 8493551 8493552

Angle lockshield valve, iron pipe connection, non-drip end. 8493531 8493532

Types Code

50 mm angle lockshield valve and valve with thermostat option assembly, interchangeable copper 
and multilayer pipe connection, non-drip end. RH. Colour: Chrome. 8496812

50 mm angle lockshield valve and valve with thermostat option assembly, interchangeable copper 
and multilayer pipe connection, non-drip end. RH. Colour: White RAL 9010. 8496811

50 mm angle lockshield valve and thermostat valve assembly, interchangeable copper and multilayer 
pipe connection, non-drip end. RH. Colour: Chrome. 8496842

50 mm angle lockshield valve and thermostat valve assembly, interchangeable copper and multilayer 
pipe connection, non-drip end. RH. Colour: White RAL 9010. 8496841

Reversible screw for Tondera from RH to LH 8490471

Tondera Series Central Connection for  MOD. COOL
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GAMMA and TONDERA fittings for copper 
pipes

Pipe size
(Ø mm)

Colour
chrome

Code

10 849481210

12 849481212

14 849481214

15 849481215

16 849481216

18 849481218

LIBERTY fittings for copper pipes

Pipe size
(Ø mm)

Gold * Bronze

Code Code

10 x 24/19 849381310 849381510

12 x 24/19 849381312 849381512

14 x 24/19 849381314 849381514

15 x 24/19 849381315 849381515

16 x 24/19 849381316 849381516

18 x 24/19 849381318 849381518

* Combinable to valves and white holders, RAL 
1036 and cast iron.

OLD STYLE fittings for copper pipes	

Pipe size
(Ø mm)

Chrome * Bronze

Code Code

 10 x 24/19 849481210 849481510

 12 x 24/19 849481212 849481512

 14 x 24/19 849481214 849481514

 15 x 24/19 849481215 849481515

 16 x 24/19 849481216 849481516

 18 x 24/19 849481218 849481518

* Combinable to valves and chromed and white 
holders.

ALFA, BETA and MINIMAL fittings for copper 
pipes

Pipe size
(Ø mm)

Colour
chrome

Colorur
gold

Code Code

10 849381210 849381310

12 849381212 849381312

14 849381214 849381314

15 849381215 849381315

16 849381216 849381316

18 849381218 849381318

FIT TINGS FOR COPPER PIPE
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GAMMA and TONDERA fittings 
for multilayer pipes

Pipe size 
(int. Ø - ext. Ø)

Chrome

Code

 7,5/8-12 x 24/19 84948320812

 9,5/10-14 x 24/19 849483210

 9,5/10-15 x 24/19 84948321015

 10,5/11-15 x 24/19 84948321115

 10,5/11-16 x 24/19 84948321116

 11,5/12-16 x 24/19 8494832115

 11,5/12-17 x 24/19 84948321217

 12,5/13-17 x 24/19 84948321317

 12,5/13-18 x 24/19 84948321318

 13,5/14-18 x 24/19 84948321418

 14,5/15-20 x 24/19 84948321520

 15/15,5-20 x 24/19 849483215520

 15,5/16-20 x 24/19 84948321620

LIBERTY fittings for multilayer pipes

Pipe size
(Ø mm)

Gold * Bronze

Code Code

 7,5/8-12 x 24/19 84938330812 84938350812

 9,5/10-14 x 24/19 849383310 84938351014

 9,5/10-15 x 24/19 84938331015 84938351015

 10,5/11-15 x 24/19 84938331115 84938351115

 10,5/11-16 x 24/19 84938331116 84938351116

 11,5/12-16 x 24/19 8493833115 84938351216

 11,5/12-17 x 24/19 84938331217 84938351217

 12,5/13-17 x 24/19 84938331317 84938351317

 12,5/13-18 x 24/19 84938331318 84938351318

 13,5/14-18 x 24/19 84938331418 84938351418

 14,5/15-20 x 24/19 84938331520 84938351520

 15/15,5-20 x 24/19 849383315520 849383515520

 15,5/16-20 x 24/19 84938331620 84938351620

* Combinable to valves and white holders, RAL 1036 
and cast iron

OLD STYLE fittings for multilayer pipes

Pipe size
(Ø mm)

Bronze Chrome*

Code Code

 7,5/8-12 x 24/19 84948350812 84948320812

 9,5/10-14 x 24/19 84948351014 849483210

 9,5/10-15 x 24/19 84948351015 84948321015

 10,5/11-15 x 24/19 84948351115 84948321115

 10,5/11-16 x 24/19 84948351116 84948321116

 11,5/12-16 x 24/19 84948351216 8494832115

 11,5/12-17 x 24/19 84948351217 84948321217

 12,5/13-17 x 24/19 84948351317 84948321317

 12,5/13-18 x 24/19 84948351318 84948321318

 13,5/14-18 x 24/19 84948351418 84948321418

 14,5/15-20 x 24/19 84948351520 84948321520

 15/15,5-20 x 24/19 849483515520 849483215520

 15,5/16-20 x 24/19 84948351620 84948321620

ALFA and BETA fittings for multilayer pipes

Pipe size 
(int. Ø - ext. Ø)

Colour
chrome

Colorur
gold

Code Code

10-14 849383210 849383310

12-16 8493832115 8493833115

MINIMAL fittings for multilayer pipes

Pipe size 
(int. Ø - ext. Ø)

Colour
chrome

Code

Ø 7,5/8-12 x 24/19 84938320812

Ø 9,5/10-14 x 24/19 849383210

Ø 9,5/10-15 x 24/19 84938321015

Ø 10,5/11-15 x 24/19 84938321115

Ø 10,5/11-16 x 24/19 84938321116

Ø 11,5/12-16 x 24/19 8493832115

Ø 11,5/12-17 x 24/19 84938321217

Ø 12,5/13-17 x 24/19 84938321317

Ø 12,5/13-18 x 24/19 84938321318

Ø 13,5/14-18 x 24/19 84938321418

Ø 14,5/15-20 x 24/19 84938321520

Ø 15/15,5-20 x 24/19 849383215520

Ø 15,5/16-20 x 24/19 84938321620

FIT TINGS FOR MULTILAYER PIPES
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Accessories common to all decorative radiators and design radiators.

Code Model

A1/1
520201 1”G automatic air valve, chromed, Rh

520202 1”G automatic air valve, chromed, Lh

A 4/1
525014 1”G zinc plated and paint-coated plug Rh

525114 1”G zinc plated and paint-coated plug Lh

A 6/1

526014 Rh reducer, 3/8 Rh white

526214 Rh reducer 1/2 Rh white

526414 Rh reducer 3/4 Rh white

526114 Lh reducer, 3/8 Lh white

526314 Lh reducer 1/2 Lh white

526514 Lh reducer 3/4 Lh white

A 8/1

525214 Valve plug ¼”  G Rh

525414 Valve plug 1/8” G Rh

525314 Valve plug ¼” G Lh

525514 Valve plug 1/8” G Lh

A 13 540024 Touch-up spray (White RAL 9010) cc 400

A 26/1 550090 Nipple wrench

A 30/1 521011 Rubber plug (water diaphragm)

A 33/1 521012 1”G special nipple for extruded radiators

A 40/2 560257 Plastic wrench for plugs and adapters

A 1/1 A 4/1 A 6/1 A 8/1

A 13 A 26/1 A 33/1

A 30/1A 40/2

THERMOSTATIC HEAD

GAMMA fittings for polyethylene pipes

Pipe size 
(int. Ø - ext. Ø)

Colour
chrome

Code

12-16 849482212

13-18 849482213

14-18 849482214

ALFA and BETA fittings for polyethylene pipes

Pipe size 
(int. Ø - ext. Ø)

Colour
chrome

Colorur
gold

Code Code

12-16 849382212 849382312

13-18 849382213 849382313

14-18 849382214 849382314

Thermostatic head for BETA, GAMMA, 
TONDERA and MINIMAL valves

Type
Colour

white/chrome

Code

With liquid sensor 8480931

FITTINGS FOR POLYETHYLENE PIPES
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SPECIFIC ACCESSORIES FOR EACH RADIATOR MODEL

Code Model

A 16 550020 Bracket to wall

A 18 550035 Bracket to screw on to the wall Rh

A 18 550036 Bracket to screw on to the wall Lh

A 20 550037 Installation kit with two adjustable, coated brackets

A 30/1 521011 Retainer rubber cap (water diaphragm)

A 32/1 530102 O-ring gasket for nipples, plugs and adapters for Maior radiators

A 36/4 570014 Towel rack for Maior S/90 radiators, 4 sections, white 9010

A 36/5 570024 Towel rack for Maior S/90 radiators, 5 sections, white 9010

A 36/6 570124 Towel rack for Maior S/90 radiators, 6 sections, white 9010

 MAIOR S/90

A 36/4 A 36/5A 36/6

A 16 A 18 A 20A 32/1

A 30/1

Code Model

A 16 550020 Bracket to wall

A 18 550035 Bracket to screw on to the wall Rh

A 18 550036 Bracket to screw on to the wall Lh

A 20 550037 Installation kit with two adjustable, coated brackets

A 32/1 530102 O-ring gasket for nipples, plugs and adapters for Maior radiators

A 36/4 570014 Towel rack for Maior Dual 80 radiators, 4 sections, white 9010

A 36/5 570024 Towel rack for Maior Dual 80 radiators, 5 sections, white 9010

A 36/6 570124 Towel rack for Maior Dual 80 radiators, 6 sections, white 9010

 MAIOR DUAL 80

A 16

A 32/1

A 36/4

A 36/6

A 36/5

A 18

A 20

 JABOR S/90 AC

Finish: nickel-plated

Description Size Connection Code

Angled valve
suitable for thermostatic operation

½” ¾” EK 847V81210Q

Straight valve suitable for thermo-
static 
operation

½” ¾” EK 847V81610Q

VALVE WITH WATER INLET CENTRE DISTANCE 50 MM WITH BY-PASS.
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 JABOR S/90 AC

ADDITIONAL ACCESSORIES

Description Connection Code

Extension kit with o-ring ½”x ½” 550140

Liquid filled thermostatic head 
white/chrome finish

M30x1.5 847A40300A

Angled connector for 
thermostatic head

M30x1.5 847M02610A

FITTINGS FOR COPPER PIPES

Pipe diameter
Nickel-plated Chrome-plated

Connection Code Code

10 mm ¾” EK 847A43301Q 847A33501B

12 mm ¾” EK 847A43302Q 847A33502B

14 mm ¾” EK 847A43303Q 847A33503B

15 mm ¾” EK 847A43304Q 847A33504B

16 mm ¾” EK 847A43305Q 847A33505B

18 mm ¾” EK —  847A33506B

Finish: white

Description Size Connection Code

Angle valve
suitable for thermostatic operation

½” ¾” EK 847V81210E

Straight valve suitable for thermo-
static 
operation

½” ¾” EK 847V81610E

SPECIFIC ACCESSORIES FOR EACH RADIATOR MODEL
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 JABOR S/90 AC

FITTINGS FOR MULTILAYER PIPES

Pipe diameter x wall 
Nickel-plated Chrome-plated

Connection Code Code

14x2 mm ¾” EK 847A39301Q 847A58701B

16x2 mm ¾” EK 847A39302Q 847A58702B

17x2 mm ¾” EK 847A39304Q 847A58704B

18x2 mm ¾” EK 847A39306Q 847A58706B

20x2 mm ¾” EK 847A39308Q 847A58708B

16x2.25 mm ¾” EK 847A39303Q 847A58703B

20x2.25 mm ¾” EK 847A39309Q 847A58709B

20x2.5 mm ¾” EK 847A39307Q 847A58707B

16x2.6 mm ¾” EK 847A39315Q —

20x2.9 mm ¾” EK 847A39316Q —

FITTINGS FOR PEX PIPES

Pipe diameter x wall 
Nickel-plated Chrome-plated

Connection Code Code

12X1 mm ¾” EK 847A39420Q 847A58810B

16 X 1.5 mm ¾” EK 847A39405Q 847A58811B

12X2 mm ¾” EK 847A39401Q 847A58800B

14X2 mm ¾” EK 847A39402Q 847A58801B

16X2 mm ¾” EK 847A39406Q 847A58803B

17X2 mm ¾” EK 847A39408Q 847A58805B

18X2 mm ¾” EK 847A39410Q 847A58806B

20X2 mm ¾” EK 847A39413Q 847A58808B

16X2.2 mm ¾” EK 847A39407Q 847A58804B

15X2.5 mm ¾” EK 847A39404Q 847A58802B

18X2.5 mm ¾” EK 847A39411Q 847A58807B

20X2.5 mm ¾” EK 847A39415Q 847A58809B

SPECIFIC ACCESSORIES FOR EACH RADIATOR MODEL
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OTHER ACCESSORIES SUPPLIED AS STANDARD

Description Code

Blanking plug with groove, 
right hand thread 1”

525013

Blanking plug with groove, 
left hand thread 1 “

525113

Reducer with groove, 
right hand thread 1”÷ ½ 526241

Reducer with groove, 
left hand thread 1”÷ ½

526341

COMPONENTS SUPPLIED AS STANDARD WITH VALVES

Description Code

Plastic probe diameter 11 mm 
length 110 mm

847NV81109A

Flow diverter 847A31301A

Nut and chrome-plated 
connection for valve

847A34450B

O-Ring for ½”pipe connection 847A15029A

COMPONENTS SUPPLIED AS STANDARD WITH RADIATORS

Description Code

Diaphragm for probe, 11 mm diameter 550057

Mounting system and plug kit 550128

 JABOR S/90 AC

SPECIFIC ACCESSORIES FOR EACH RADIATOR MODEL
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 JABOR S/90 AC

SPECIFIC ACCESSORIES FOR EACH RADIATOR MODEL

Code Model

A 31 530122 O-ring gasket for nipples, plugs and adapters

A 51 590051

Blister pack of wall fixings containing:
- 4 fixing units 
- adapters
- seals
- valve plug

A 52 520203 1/2"G air valve, chromed (included in the supply)

A 53 528010 350 W electric resistance for mixed version 

A 54 528011 500 W electric resistance for mixed version

A 55 528012 850 W electric resistance for mixed version

 HORO R       SAMOA DUAL R  Towel Rail

Code Model

A 31 530122 O-ring gasket for nipples, plugs and adapters

A 70 590055

Blister pack for wall fixings including:
- 3 fixing units
- 1 rubber plug (water diaphragm)
- 4 special O-ring seals

 HORO R    Decorative radiator

Code Model

A 31 530122 O-ring gasket for nipples, plugs and adapters

A 71 590053

 Blister pack for wall fixings including:
- 4 fixing units
- 1 rubber plug (water diaphragm)
- 4 special O-ring seals

 SAMOA DUAL R    Decorative radiator

COMPONENTS FOR RADIATORS WITH SIDE CONNECTIONS:

Description Code

Kit with two nipples and two gaskets 
to join sections

550111E

½”plug to close central section 520118

Plastic wrench for plugs
and G1”+ G ¾” reducers

560257

Wrench kit for joining nipples 
and plastic wrench for plugs

550092

Joining tool for G 1” nipples - cm. 80 550090
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Articolo Code Model

A 72 550118

1 Bleed valve ½”

1 Rh blanking plug

1 Lh blanking plug

2 Rh adapters ½”

2 Lh adapters ½”

4 O-ring seals

2 Supporting brackets

Articolo Code Model

A 73 550119

1 bleed valve ¾”

1 rh blanking plug

1 lh blanking plug

2 rh adapters ¾”

2 lh adapters ¾”

4 o-ring seals

2 supporting brackets

X2

Special fixing kit with white pincers + plugs and adapters for MOOD and TRIBECA

Model Code

1 Flat ½ bleed valve

550122

2 White plastic cover

1 Flat ½ plug

2 White ½ rh adapeter

2 White ½ lh adapeter

1 Bag with 3 metal sheet brackets

1 Bag with 3 white plastic covers

3 White rh pincers

3 White lh pincers

4 O-ring seals 1”

1 Rubber retaining plug

 Towel rack kit for MOOD e TRIBECA

Model
CODE 

Colour Polished Aluminium

Towel rack kit, with decoration, mm 237 570125

Towel rack kit, with decoration, mm 337 570126

Towel rack kit, with decoration, mm 437 570127

Towel rack kit, with decoration, mm 537 570128

Accessories  for models MOOD and  TRIBECA

Colours: 45% price increase on the price of a gloss white RAL 9010 installation kit.

x3

x3

A74

X4

A75

X4

Articolo Code Model

A 30/2 521011M Rubber lockshield plug Mood-Tribeca (water diaphragm)

A 32/1 530102 O-ring seal for nipples, plugs and adapters

A74 550120 Fixing kit for horizontal installation, colour white

A75 550121 Fixing kit for horizontal installation, colour chrome

Accessories for models MOOD and TRIBECA 

A 30/2 A 32/1

Plug and ½” adapters kit, colour white
Colour White per MOOD/TRIBECA/MAIOR:
Rough brackets, not painted   

Plug and ¾" adapters kit, colour white
Colour White per MOOD/TRIBECA/MAIOR:
Rough brackets, not painted   
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Colour - finishing Colour Code

Withe - Pearl Bianco 550122MP

Corvino textured matt
Corvino

550122L

Corvino glossy 550122LL

Pearl glossy

Pearl

550122NP

Pearl glossy 550122NL

Pearl matt 550122NO

Organza glossy
Organza

550122DL

Organza matt 550122DO

Turtle matt
Turtle

550122PO

Turtle textured matt 550122P

Copper glossy
Copper

550122CL

Copper textured matt 550122C

Silver glossy
Silver

550122FL

Silver textured matt 550122F

Ardesia glossy
Ardesia

550122EL

Ardesia textured matt 550122E

Rubino glossy Rubino 550122BL

Helois textured matt Heloise 550122H

Turquoise beach glossy Turquoise beach 550122IL

Grafite textured matt Grafite 550122R

Terra bruciato glossy Terra bruciata 550122SL

Black coffee textured matt Black coffee 550122V

Metropolitan textured matt Metropolitan 550122T

Special fixing kit with Colourd pincers + plugs and adapters for MOOD and TRIBECA

Model Code

Towel rail COOL 450-500-550 - White 570133

Towel rail COOL 600 - White 570134  

Towel rail COOL 450-500-550 - Chrome * 570133C 

Towel rail COOL 600 - Chrome * 570134C

Model Code

A 77 installation kit for Cool 3 points - white - with bleed valve and 1 plug 550124

A 78 installation kit for Cool 3 points - chrome - with bleed valve and 1 plug* 550125

A 79 installation kit for Cool 3 points - white - central connection with bleed valve and 3 plugs 550126

A 89 installation kit for Cool 3 points - chrome - central connection with bleed valve and 3 plugs* 550127

INCLUDED IN THE SUPPLY: A77 Fastening system and reductions

Model Code

White supports for Cool - no.2 570135  

Chrome supports for Cool - no.2 * 570135C

FASTENING KIT with white/chrome fasteners + plugs and bleed valves for COOL

Supports COOL model

Towel rail kit cool model COOL

* To be used in the colored models

Accessories  for models COOL

x3

x3
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Fondital manufactures electrical radiators in wet and dry versions using 
high-quality components, with aluminium die-cast body featuring a 
high heat exchange efficiency, and high-precision electronic ambient 
temperature control, thereby ensuring energy savings. Available with 
different heat outputs, electrical radiators are equipped with on-board as 
well as remote controls to set and adjust required temperature. Fondital 
electrical radiators make use of renewable energy sources, such as 
photovoltaic (solar) panels and wind power, helping to achieve energy 
savings and reduce pollution.

ELECTRIC RADIATORS 

RADIATORS
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eSIMUN GD
THERMODYNAMIC FLUID 

FILLED ELECTRIC RADIATOR

Model Code
Output Sections Width Height Depth 

W n° mm mm mm

eSIMUN GD 5806 FUE0M1XD65 600 5 560 578 80

eSIMUN GD 5810 FUE0M1XDA6 1000 6 640 578 80

eSIMUN GD 5812 FUE0M1XDC9 1200 9 880 578 80

eSIMUN GD 5815 FUE0M1XDFA 1500 10 960 578 80

eSIMUN GD 5818 FUE0M1XDIC 1800 12 1120 578 80

The right side houses the 
new backlight adjustment 
and control system with 
digital display and easy-to-
reach buttons regardless 
of installation type.

A detachable humidifier is 
conveniently fitted in the 
left side of the appliance. 

 		 100% MADE IN ITALY 
 	 Aluminium alloy body with low thermal inertia
 	 Aluminium side panels
 	 Mineral thermal fluid
 	 Built-in humidifier
 	 Colour: RAL 9010
 	 IP24 protection class
 	 Class II insulation
 	 LCD backlight interface
 	 Window opening function
 	 Daily and weekly programming options
 	 Electronic temperature regulation (PI controller)
 	 NTC temperature probe
 	 Operating modes: 

	 Programming/Comfort/Night/Freeze protection
	 Holiday/Boost/Eco/Stand-by
 	 New fixing system

MADE IN ITALY100%

The aluminium alloy body is guaranteed against manufacturing defects for 10 
years from date of purchase. Electric and electronic components are guaranteed 2 
years from the date of purchase of the radiator.

HEATING RAPIDITY 

★ ★ ★ ★ ★

LONG LASTING HEATING 

★ ★ ★ ★ ★

PROGRAMMING, SAVING 

ENERGY CONSUMPTION 

★ ★ ★ ★ ★

Pilot wire,
no plug
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The right side houses the 
new backlight adjustment 
and control system with 
digital display and easy-to-
reach buttons regardless 
of installation type.

A detachable humidifier is 
conveniently fitted in the 
left side of the appliance. 

Model Code
Output Sections Width Height Depth 

W n° mm mm mm

Blumone GDSM08 FAE0M3FD85 800 5 560 578 97

Blumone GDSM10 FAE0M3FDA6 1000 6 640 578 97

Blumone GDSM15 FAE0M3FD9F 1500 9 880 578 97

Blumone GDSM20 FAE0M3FDKB 2000 11 1040 578 97

BLUMONE
NATURAL STONE DRY 

RADIATOR

 		 100% MADE IN ITALY 
 	 Aluminium alloy body with low thermal inertia
 	 Aluminium side panels
 	 Natural stone
 	 Built-in humidifier
 	 Colour: RAL 9010
 	 IP24 protection class
 	 Class II insulation
 	 LCD backlight interface
 	 Window opening function
 	 Daily and weekly programming options
 	 Electronic temperature regulation (PI controller)
 	 NTC temperature probe
 	 Operating modes: 

	 Programming/Comfort/Night/Freeze protection/
Holiday/Boost/Eco/Stand-by/Pilot wire

MADE IN ITALY100%

The aluminium alloy body is guaranteed against manufacturing defects for 10 
years from date of purchase. Electric and electronic components are guaranteed 
2 years from the date of purchase of the radiator.

Soapstone is a natural stone traditionally known for its heat storage 
capability, which makes it ideal for electric radiator manufacture. 
Thanks to its properties, its use is especially recommended in countries 
with particularly cold winter temperatures.

SOAPSTONE 

HEATING RAPIDITY 

★ ★ ★ ★ ★

LONG LASTING HEATING 

★ ★ ★ ★ ★

PROGRAMMING, SAVING 

ENERGY CONSUMPTION 

★ ★ ★ ★ ★

Pilot wire,
no plug
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MADE IN ITALY100%

300 W

500 W

700 W

1000 W

The lower part houses the 
backlight adjustment and control 
system with digital display and 
easy-to-reach buttons regardless 
of installation type.

Model Code
Output Width Height Depth 

W mm mm mm

eCool ED300 FCA0M1YD30 300 478 933 45

eCool ED 500 FCA0M1YD50 500 528 1143 45

eCool ED 700 FCA0M1YD70 700 528 1563 45

eCool ED 1000 FCA0M1YDA0  1000 628 1815 45

The aluminium alloy body is guaranteed against manufacturing defects for 5 years from 
date of purchase. Electric and electronic components are guaranteed 2 years from the date 
of purchase of the radiator.

2 YEARS
COMPONENTS

ELECTRICAL

5 YEARS
IN BODY

ALUMINUM

eCOOL ED
ELECTRIC TOWEL RADIATOR 

WITH DIGITAL CONTROL

 	 100% MADE IN ITALY 
  	 Excellent weight/power ratio: reduced 

transport, handling and installation costs.
  	 Self-adjusting PTC heating element.
  	 Aluminium alloy body with low thermal inertia.
   	Colour: RAL 9010.
   	IP44 protection class.
   	Class II insulation.
   	LCD backlight interface.
   	Window opening detection.
   	Daily and weekly programming options.
   	Electronic temperature regulation (PI 

controller).
   	NTC temperature probe.
   Operating modes:  

     Programming/Comfort/Night/Freeze  
     protection/Key lock/Boost/Eco/Stand-by.
  	 Fixing system included.

Accessories Code

Infrared remote control with wall support (Batteries not included) 

Features: Comfort, Night, Antifreeze and Stand-by
0ZTELINF00
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Fondital offers a range of cutting-edge gas fan radiators. The WINDOR PLUS 
line includes models with different heat outputs and different conception, 
from the natural draught device to the premix gas one, all of which with 
sealed chamber. Gas fan radiators are standalone heating devices that 
can be installed with no specific hydraulic system since they only require 
connection to the gas system and possibly to the electric system. WINDOR 
PLUS gas radiators are easy to install, they do not need any special masonry 
works and are simple and safe to use.

CONVECTOR HEATERS

RADIATORS
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MADE IN ITALY100%

MODEL 2200

Type C11

Category II 2H3+

Max pipe length mm 600

Outside diameter of air intake/ flue gas outlet pipe mm 115

Gas coupling diameter G 3/8 Male

Standard natural gas consumption at Pn    m3/h 0,295

Standard LPG consumption at Pn Kg/h 0,220

Rated heat input W 2790

Reduced heat input W 1800

Rated heat output W 2445

Reduced heat output W 1450

Efficiency at rated heat output % 87,6

No. of CE certificate 51BP2707

MODEL Code

2200 Nat. Gas GNIT000A12

2200 LPG GNIT010A12

MODEL 2200

Length (A) 547

Centre distance holes (B) 387

Weight (including packaging) Kg 24

All WINDOR PLUS 2200 models are guaranteed 2 
years from the installation date on manufacturing faults, 
provided that the installation has been performed in 
compliance with the current norms and respecting 
the instructions relating to the installation, the correct 
use and the correct maintenance as illustrated on this 
catalogue.

WINDOR 
TECHNO 2200
	 100% MADE IN ITALY
	 Side humidifier inside the casing
	 No electrical connections needed
	 Simple and user-friendly control panel
	 Manual piezoelectric ignition system

FEATURES
	 Type C11
	 Category II 2H3+
	 Max pipe length mm600
	 Outside diameter of air intake/ flue gas outlet 

pipe mm 115
	 Gas coupling diameter G 3/8 Maschio
	 No. of CE certificate 51BP2707
	 Heat exchanger body made of die-cast 

aluminium
	 Natural-balance flue gas outlet, Ø 115 mm 

coaxial air intake/flue gas outlet pipes
	 Gas safety device with thermocouple
	 Thermostat-controlled modulating gas valve
	 Atmospheric burner

0051 
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MADE IN ITALY100%

MODEL Code

3000 CLASSIC LPG with day timer GNIT301CL2

3000 CLASSIC LPG  with week timer GNIT302CL2

5000 CLASSIC LPG with day timer GNIT501CL2

5000 CLASSIC LPG  with week timer GNIT502CL2

7000 CLASSIC LPG with day timer GNIT701CL2

7000 CLASSIC LPG  with week timer GNIT702CL2

WINDOR 
PLUS CLASSIC

0051 

* 	 FOR THE MODEL 7000 CHECK THE POSSIBILITY OF INSTALLATION 
ACCORDING TO REGIONAL LAWS.

	 100% MADE IN ITALY
	 Side humidifier inside the casing
	 Daily or weekly timer
	 Automatic HIGH/LOW/OFF settings

FEATURES 
	 Atmospheric burner
	 High efficiency finned heat exchanger made of die-cast 

aluminium
	 Two-channel heat recovery unit made of die-cast 

aluminium
	 Split and extendible air intake and flue gas outlet pipes
	 Centrifugal combustion fan
	 Two-speed tangential convection fan
	 Electronic ignition
	 Ionisation flame control
	 Microprocessor-controlled electronics
	 Control panel with lights indicating emergency cut-out, 

minimum output, maximum output, power on, overheating, 
and a reset button

	 Safety thermostat
	 Safety pressure switch
	 Adjustable gas valve
	 Delayed switch on/off for the convection fan
	 Type C13, C53
	 Category II 2H3+
	 Outside diameter of straight outlet pipe mm 55
	 Outside diameter of split pipes mm Ø 35 or Ø 60
	 Gas coupling diameter G 1/2 Maschio
	 Voltage and frequency V-Hz 230-50
	 No. of CE certificate 51BP2706

All WINDOR PLUS CLASSIC models are guaranteed 2 
years from the installation date on manufacturing faults, 
provided that the installation has been performed in 
compliance with the current norms and respecting 
the instructions relating to the installation, the correct 
use and the correct maintenance as illustrated on this 
catalogue.

MODEL 3000 5000 7000 *

Type C13, C53

Category II 2H3+

Rated heat input W 3000 4990 6800

Reduced heat input W 2100 3400 5000

Rated heat output W 2811 4610 6154

Reduced heat output W 1940 3074 4460

Nat. Gas LPG Nat. Gas LPG Nat. Gas LPG

Efficiency at rated heat output % 93,7 94,2 92,2 92,8 90,5 91,4
Efficiency at reduced heat 
output % 92,4 93,3 90,4 91,4 89,2 89,5

Max NOx value
mg/
kWh

173,8 204 79,8 111 126,3 194

NOx emission class 3 5 4
Outside diameter of straight
outlet pipe mm 55

Outside diameter of straight
outlet pipe mm Ø 35 o Ø 60

Gas coupling diameter G 1/2 Male

Standard natural gas 
consumption at Pn m3/h 0,317 0,529 0,719

Standard LPG consumption 
at Pn Kg/h 0,237 0,395 0,537

Voltage and frequency V-Hz 230-50

Maximum power consumption W 60 82 82

No. of CE certificate 51BP2706

MODEL Code

3000 CLASSIC Nat. Gas with day timer GNIT311CL2

3000 CLASSIC Nat. Gas  with week timer GNIT312CL2

5000 CLASSIC Nat. Gas with day timer GNIT511CL2

5000 CLASSIC Nat. Gas  with week timer GNIT512CL2

7000 CLASSIC Nat. Gas with day timer GNIT711CL2

7000 CLASSIC Nat. Gas  with week timer GNIT712CL2

MODEL 3000 5000 7000

Length (A) 547 667 772

Centre distance holes (B) 387 507 612

Weight (including packaging) Kg 22 26 29
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100% MADE IN ITALY
Side humidifier inside the casing
Daily or weekly timer
Automatic HIGH/LOW/OFF settings
Ambient temperature switch with antifreeze feature

FEATURES
	 Premixing burner
	 High efficiency finned heat exchanger made of die-cast aluminium
	 Two-channel heat recovery unit made of die-cast aluminium
	 Split and extendible air intake and flue gas outlet pipes
	 Two-speed centrifugal combustion fan
	 Two-speed tangential convection fan
	 Electronic ignition
	 Ionisation flame control
	 Microprocessor-controlled electronics
	 Control panel with lights indicating emergency cut-out, minimum 

output, maximum output, power on, overheating, and a reset button
	 Safety thermostat
	 Safety pressure switch
	 Adjustable gas valve
	 Delayed switch on/off for the convection fan
	 Type C13, C53
	 Category II 2H3+
	 Outside diameter of straight outlet pipe mm 55
	 Outside diameter of split pipes mm Ø 35 or Ø 60
	 Gas coupling diameter G 1/2 Maschio
	 Voltage and frequency V-Hz 230-50
	 No. of CE certificate 51BP2705

MODEL Code

3000 PREMIX Nat. Gas with day timer GNIT301PR2

3000 PREMIX Nat. Gas  with week timer GNIT302PR2

5000 PREMIX Nat. Gas with day timer GNIT501PR2

5000 PREMIX Nat. Gas  with week timer GNIT502PR2

7000 PREMIX Nat. Gas with day timer GNIT701PR2

7000 PREMIX Nat. Gas  with week timer GNIT702PR2

MODEL 3000 5000 7000 *

Type C13, C53

Category II 2H3+

Rated heat input W 3000 4990 6800

Reduced heat input W 2100 3200 5000

Rated heat output W 2760 4610 6280

Reduced heat output W 1989 3030 4730

Nat. Gas LPG Nat. Gas LPG Nat. Gas LPG

Efficiency at rated heat output % 92 93 92,2 93,6 92,3 93

Efficiency at reduced heat 
output % 94,7 95,4 94,7 95,6 94,6 95

Max NOx value mg/kWh 31 80 29 73 56 127

NOx emission class 5 5 5
Outside diameter of straight
outlet pipe mm 55

Outside diameter of straight
outlet pipe mm Ø 35 o Ø 60

Gas coupling diameter G 1/2 Maschio

Standard natural gas 
consumption at Pn m3/h 0,317 0,529 0,719

Standard LPG consumption 
at Pn Kg/h 0,237 0,395 0,537

Voltage and frequency V-Hz 230-50

Maximum power consumption W 50 50 57

No. of CE certificate 51BP02705

MODEL Code

3000 PREMIX LPG with day timer GNIT311PR2

3000 PREMIX LPG  with week timer GNIT312PR2

5000 PREMIX LPG with day timer GNIT511PR2

5000 PREMIX LPG  with week timer GNIT512PR2

7000 PREMIX LPG with day timer GNIT711PR2

7000 PREMIX LPG  with week timer GNIT712PR2

MODEL 3000 5000 7000

Length (A) 547 667 772

Centre distance holes (B) 387 507 612

Weight (including packaging) Kg 22 26 29

WINDOR 
PLUS PREMIX

MADE IN ITALY100%

* 	 FOR THE MODEL 7000 CHECK THE POSSIBILITY OF INSTALLATION 
ACCORDING TO REGIONAL LAWS.

0051 

All models WINDOR PLUS PRIMIX are guaranteed 2 
years from the installation date on manufacturing faults, 
provided that the installation has been performed in 
compliance with the current norms and respecting 
the instructions relating to the installation, the correct 
use and the correct maintenance as illustrated on this 
catalogue.
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Specific accessories for each radiator model

Accessories for model GAZELLE TECNO 2200

Cod. Description Conf.

6Y41309500 Safety grid for square terminal 1 pcs.

Cod. Description Conf.

6YTUBOAL01 Standard pipe, 1 m 2 pcs.

6Y41309000 Safety grid for round terminal 1 pcs.

6YTERSDO00 Single terminal for Ø 35 mm pipe 2 pcs.

6YRIDSDO00 Adapter for split flue gas outlet 2 pcs.

6YCURSDO00 Starting elbow for split flue gas outlet 2 pcs.

6YTUBSDO13
Ø 35 mm double socket-and-spigot pipe 
length 0.50 m F/F

White 6 pcs.

6YTUBSDO00 Ø 35 mm socket-and-spigot pipe lenght 1 m M/F White 6 pcs.

118 mm

152 mm

6YCURSDO05 90° elbow for Ø 35 mm pipe, M/F White 3 pcs.

6YTUBSDO02
Ø 35 mm socket-and-spigot pipe with 90° elbow 
lenght 0,90 m M/F

White 6 pcs.

Accessories for model CLASSIC - PREMIX
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Cod. Description Conf.

6YSCACON00

Ø 35 mm, F/F condensate drain for 

horizontal installation 

(complete with seals)

White 2 pcs.

6YRIDSDO03
Ø 60 mm ÷ Ø 35 mm, F/M adapter

White 2 pcs.

6YRIDSDO01 Ø 60 mm ÷ Ø 35 mm, F/F adapter White 2 pcs.

6YGUASDO00 Ø 35 mm appliance/adapter seal for pipe 10 pcs.

6YGUASDO02 Ø 35 mm seal for connecting pipes 10 pcs.

6YGUASDO04 Ø 35 mm adapter/elbow seal 10 pcs.

6YKITSDO01

Ø 35 mm split pipe kit with supporting bracket
The kit includes:
1 supporting bracket
2 starting elbows for split flue gas outlet
2 adapters for split flue gas outlet
2 single Ø 35 mm flue gas terminals
1 air shutter
2 A-type seals
2 B-type seals
2 D-type seals
8 3.9x9.5 screws
2 3.9x9.5 screws for terminal fixing
4 dowels

1 pcs.

Accessories
completion

kits to
cod. 

6YKITSDO01

6YSCACON05
Ø 35 mm F/F condensate drain for horizontal installation  (complete 
with seals)

1 pcs.

6YSCACON06
90°, Ø 35 mm, F/F condensate drain for vertical pipes (complete with 
seals)

1 pcs.

6YMANSCA00 Ø 35 mm F/F coupling sleeve for pipe connection (complete with seals) 2 pcs.

6YPIAMUR00 Supporting bracket (with seals and dowels) 1 pcs.

A

B

C
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Cod. Description Conf.

6YKITSDO00

35 mm split pipe kit containing the following:
2 adapters
2 starting elbows
2 adapter/elbow D-type seals
1 air diaphragm
2 B-type seals for connecting pipes
2 Ø 35 mm single flue gas terminals
6 screws
2 fixing brackets

1 pcs.

6YTELAIO00

6YTELAIO01

6YTELAIO02

Wall spacer counter-frame, depth 47 mm, width 471 mm
(mod. Classic 3000 - mod. Premix 3000)
Wall spacer counter-frame, depth 47 mm, width 591 mm
(mod. Classic 5000 - mod. Premix 5000)
Wall spacer counter-frame, depth 47 mm, width 696 mm
(mod. Classic 7000 - mod. Premix 7000)

1 pcs.

6YTUBSDO05 Ø 60 mm pipe length 0.25 m M/F White 6 pcs.

6YTUBSDO07 Ø 60 mm pipe length 0.50 m M/F White 6 pcs.

6YTUBSDO09 Ø 60 mm pipe length 1.00 m M/F White 6 pcs.

6YTUBSDO11 Ø 60 mm pipe length 2.00 m M/F White 6 pcs.

6YCURSDO01 Ø 60 mm, 90° elbow for pipe M/F White 4 pcs.

6YCURSDO03 Ø 60 mm, 45° elbow for pipe M/F White 4 pcs.

6YSCACON02 Ø 60 mm condensate flue gas outlet M/F White 2 pcs.

6YTERCON00 Ø 60 mm air intake or flue gas outlet brace terminal, F (aluminium) 2 pcs.

6YTERSCA00 Ø 60 mm upright flue gas terminal, F (aluminium) 2 pcs.

6YCOLSCA00 60 mm pipe clip White 10 pcs.
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Cod. Description Conf.

6Y41057100 Air intake and flue gas outlet pipe, length 60 cm for series 2200 1 pcs.

6Y41035100 A) Standard brace terminal for versions 2200 1 pcs.

6Y41054100 B) Chimney pipe for versions 2200 1 pcs.

6YLAMTER00 Air intake/flue gas outlet terminal flange - Mod. Classic e Premix 1 pcs.

6YTUBOAL00 Standard pipe length 59 cm - Mod. Classic e Premix 2 pcs.

6YTERMIN02
Air intake and flue gas outlet terminal for single pipe
- Mod. Classic e Premix

1 pcs.

6YKITIST34

Installation kit

mod. 2200 1 pcs.

6YKITIST35
mod. 3000 

CLASSIC
1 pcs.

6YKITIST36
mod. 5000/7000 

CLASSIC
1 pcs.

6YKITIST37 mod. PREMIX 1 pcs.

Accessories kit
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RADIATOR SIZING
To correctly determine the heat output of the radiators to be installed, you must comply with the rules in force.
To determine the number of sections required for each radiator, you must remember that their nominal heat output is 
associated with a ΔT (difference between the average water temperature and ambient temperature) of 50 K.
It is therefore advisable to ensure a ΔT of less than 50 K by decreasing the water outlet temperature (for example, a ΔT 
of 40 to 30 K). This will ensure energy savings as well as increase the degree of comfort.
The radiator heat output for different ΔT values is calculated using the formula: Φ = K

m
 x ΔTn

RADIATOR SIZING
To correctly determine the heat output of the radiators to be installed, you must comply with the rules in force.
To determine the number of sections required for each radiator, you must remember that their nominal heat output is
associated with a ΔT (difference between the average water temperature and ambient temperature) of 50 K.
It is therefore advisable to ensure a ΔT of less than 50 K by decreasing the water outlet temperature (for example, a ΔT 
of 40 to 30 K). This will ensure energy savings as well as increase the degree of comfort.
The radiator heat output for different ΔT values is calculated using the formula:
SEVEN SUPER 500/100 radiator with water temperature: inlet 60 ° C, outlet 44 ° C and ambient temperature of 20 ° C.

ΔT= [(inlet water temperature + outlet water temperature) / 2] - ambient temperature = (60 + 44) / 2 - 20= 32 K.
Φ (32K) = Km x ΔTn = 0,6899 x  (32)1,3268 =  68,52 W

When determining the number of sections, remember that in the case of installations with water inlet and outlet at the 
base or installations with one-way or two-way valve, heat output may decrease by up to 10÷12% and 20% respectively, 
due to the particular water distribution in the radiators. If the radiator is installed under shelves, in niches or - worse - in 
the event of radiator covers, heat output may decrease by around 10-12 %.

RADIATOR INSTALLATION, USE AND MAINTENANCE
The heating systems must be designed, installed, operated and maintained according to the rules in force.
In particular, remember the following during installation:
•	  The radiators may be used with water and steam systems (max temperature of 120°C);
• 	 The max operating pressure is 6 bar (600 kPa);
• 	 The radiators must be installed according to the minimum permitted distances:
	 - 12 cm above the floor
	 - 2÷5 cm from the wall behind
	 - 10 cm from any niches or shelves;
• 	 If the wall at the back is not sufficiently insulated, fit any additional insulation to minimize dispersion of heat out 

through the wall;
• 	 Each radiator must be fitted with a vent valve, preferably an automatic one (especially if the radiator has to be isola-

ted from the system);
• 	 The water must have a pH of 7 or 8 and must not have any properties that can corrode metal in general;
• 	As regards treating water in domestic heating systems, it is advisable to use specific products that are suitable for 

multimetal plants, in order to optimize performance and safety, preserve these conditions over time, ensure regular 
operation of auxiliary equipment as well, and minimize energy consumption, in compliance with the applicable laws 
and standards.

	 Compliance with this standard is a legal requirement.
	 Use specific products suitable for multi-metal systems such as, for example, CILLIT HS 23 Combi, SENTINEL X 100 or 

FERNOX F1.
	
	 When using the radiator, remember:
• 	Never use abrasive products to clean the surfaces;
• 	Do not use humidifiers in porous materials such as terracotta;
•	 Avoid fully closing the valve and thereby isolating the radiator from the system;
• 	 If the radiator requires excessive purging, this means there is a fault with the heating system. Contact a qualified 

technician or call the manufacturer’s technical office directly.

Radiator sizing and installation
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Silvestro Niboli first started his entrepreneurial 
business in a critical time, after a difficult but 
“educational” apprenticeship, first as an immigrant 
and then as a manual worker, in several mechanical 
engineering companies. He managed to have what 
would be defined as “vision” in contemporary times 
or, in other words, a bold long-term perspective, 
in spite of the fact that back then it was almost 
impossible to imagine alternatives and room for 
opportunity in such a narrow-minded climate, 
where survival was what counted above all, more 
so than a dream for a better world and social 
conditions. But that single man did not stay a 
lone pioneer for long: Fondital has now become 
an integrated group of companies operating 
along the entire production chain that’s capable 
of guaranteeing complete control over its quality 
and production. After more than forty years of 
development, Fondital has become a leading 
industrial group in Italy and many other major 
European countries, as well as a key player in certain 
countries in which economic transformation takes 
place via the construction of new, more modern 
and comfortable homes.
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A ONE-OF-A-KIND RESEARCH & DEVELOPMENT 
LABORATORY.

PATENTS, PROJECTS AND PARTNERSHIPS WITH 
MAJOR UNIVERSITIES WORLDWIDE ARE THE 
SIGNATURE STRENGTHS OF THE FONDITAL R&D 
DEPARTMENT.

Seven test ramps and a wide range of tests, 
simulations and prototypes guarantee the quality 
and reliability of the production processes.

OUR COMPANY'S GROWTH IS DRIVEN               FROM A SPECIAL ENERGY: NEW IDEAS
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The test laboratory for testing finished products
and components is the fruit of a partnership 
with one of Europe’s most reputed 
technological universities, and is capable of 
ensuring maximum system reliability. Working 
in synergy with the Milan Polytechnic’s 
Department of Energy Engineering, FONDITAL 
has been expanding its R&D efforts since 
2009 by introducing new equipment and 
broadening the company’s know-how, all with 
the goal of increasing system performance, 
enhancing product reliability, improving safety 
beyond the market standards, and developing 
increasingly ecocompatible processes.
In keeping with FONDITAL’s goal to emerge as a 
qualified global supplier in the energy industry, 
the laboratory has been designed to test heat 
generation and distribution systems, as well as 
terminal units of the latest-generation.
The four areas of activity: the heat generation 
sector includes seven ramps and a test cell for

low temperature testing; the test for the 
terminal heating units, on the other hand, 
comprises a thermostatic chamber and 
experimental equipment for performing 
hydraulic tests; the design and simulation 
area features a high-performance computing 
station for creating designs and executing 
simulations in the field of fluid dynamics; and 
finally there’s the prototype workshop, which
is comprised of a fully-equipped The sector’s 
future development also foresees the 
enhancement of the thermo-fluid dynamic 
simulation unit, and the expansion of the 
tests to be carried out upon generators using 
renewable energy sources, thus sustaining 
the planning, execution and control activities 
for the processes that govern the company’s 
production and services.
The test laboratory, which currently spearheads
the FONDITAL R&D department, reaffirms 
the company’s operational line, which has 

OUR COMPANY'S GROWTH IS DRIVEN               FROM A SPECIAL ENERGY: NEW IDEAS
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always been dedicated to ensuring the highest 
standards in terms of quality and technological 
innovation.
Considering the current environmental 
protection requirements and fuel costs on 
a global scale, the company has deemed it 
necessary to develop its heating systems in 
greater depth. The thermostatic test chamber, 
which represents the world’s only testing 
installation, allows the various terminal units 
to be classified based on a comparison of the 
energy supplied to the environment and the 
relative thermal comfort levels. In addition to 
ensuring accurate measurements compliant with 
EU standard 442, the system also provides for 
the assessments required in order to determine 
more realistic indices for the various terminal 
heating units. This research project, which 
has given rise to countless exclusive patents, 
is aimed at improving the performance of the 

previous series of radiators, thus allowing for the 
development of products that reduce the use 
of raw materials and boost the potential of the 
heating terminals, all while providing equal yield 
and mechanical performance.

ALETERNUM IS AN EXAMPLE OF AN 
EXCLUSIVE FONDITAL PATENT
This treatment is designed to prevent the 
onset of corrosion by protecting the radiator’s 
water chamber. The Aleternum radiator is 
ideal for renovation projects, as it is capable 
of satisfying every requirement in terms of 
quality, heat output and efficiency. Highly 
efficient and guaranteed for 20 years, it resists 
any type of water and can be used in any 
type of system. Furthermore, in addition to 
requiring no maintenance whatsoever, it even 
has a better €/watt ratio with respect to radiant 
panel systems.
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FONDITAL S.p.A.
Via Cerreto, 40 

25079 VOBARNO (Brescia) Italia

Tel.: +39 0365 878.31 - Fax: +39 0365 878.304

E-mail: info@fondital.it - Web: www.novaflorida.com

MADE IN ITALY


